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Aluminum “‘Close-Down’”’ Mouldings have been developed 
and patented by Moulding Engineers, and have achieved the 
result of cutting the excessive production cost entailed in the 
application of solid aluminum mouldings. They are furnished 
punched with nail holes ready to apply to the Top or Body and 
are nailed on with ordinary moulding nails and a regular nail 
set. (We have a special nail set which guides the nail and pre- 
vents any possible damage to the moulding by inexperienced 
workmen.) 


Belt and Roof Mouldings have two wings or sides, which, 
after moulding is nailed in position, are closed down with a flat 
metal-worker’s spoon and hammer—until piers on wings rest 
against the base. Care should be taken to bend wings in evenly 
(not one before the other), and when properly closed the only 
finishing necessary on this type moulding is to remove center 
seam with emery cloth. 


With the aid of forming fixtures, lateral curves as small as 
two inch radius are possible. Horizontal curves are made 
without the aid of any fixture except a small strip to keep the 
two wings apart. 


Drip Mouldings are made with single wing, which is also 
closed down with flat metal-worker’s spoon and hammer, and, 
as with belt and roof mouldings, it is only necessary to rub off 
seam with emery cloth. 


In some production shops, closing down the wings of this 
type moulding is accomplished th special tools used with an 
air hammer. 


Close-Down Mouldings « .< all fully covered by 
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Illustrations Show the Steps Necessary to Apply 
Close-Down Mouldings. 


Nailing to Body Closing Down with Spoon 


Finishing with Emery Cloth 


Wing of Drip Moulding Being Closed Down with 
Spoon and Hammer 


Special Tools for Applying 
Close-Down Moulding 


We have designed three special 
closing down tools and a special nail 
set, to assist inexperienced workmen 
in applying Close-Down Mouldings. 


No. 1 Spoon, with flat face and 
curved-up ends, for use with all 
mouldings. 


No. 2 Spoon, with concave face and 
curved - up ends, for use on Belt 
Mouldings except on lateral curves. 


No. 3 Tool, especially designed for 
Drip Moulding. 

No. 212 Nail Set, for setting home 
nails in all Close-Down Mouldings 
without damaging wings. 

Spoons are all drop-forged steel, and 


nail set is of hardened steel, thoroughly 
tested. 
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